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TOP VIEW

GS—-309.

IF NO STRAINER IS INSTALLED IN THE METER SET, INSTALL A GASKET TYPE
STRAINER AT THE SERVICE COCK. 2" STRAINER (STK # 02500296) OR 3"

STRAINER (STK # 02500297).
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FRONT VIEW
MATERIAL LIST
Q ary DESCRIPTION ISTOCK NO. Q ary DESCRIPTION ISTOCK NO.
7 1| MULTI METER HEADER WITH DROPS ON 7 7 7—7/2’3(70” NIPPLE, BIACK — SEE NOTE 1 206430
13" CENTERS (SEE 65—309)
8 7 3/4” BYPASS TAP (SEE 65—573)
2 7 1" METER STOP (SEE 65—309) NEEDED FOR BLOWDOWN AND/O/? BYPASS
3 7 1'%2” NIPPLE, BLACK 206400 9 | 3 7 —7/2” 90° WELD ELL 02500077
4 7 7—7/2’3(7” REDUCER, BLACK 206498 | 10| 17 7—7/2’3(6” NIPPLE, BIACK — SEE NOTE 1 206426
5 7 7—7/2” INLET METER SWIVEL — INSULATED 77 7 7—7/2’3(24” NIPPLE, BIACK — SEE NOTE 1 02500195
7| 5C—71 OR 8C—T] THREADED ROTARY METER
7 7—7/2” OUTLET METER SWIVEL — 7/4” TAP 72| 1 7—7/2” CUSTOMER PIPING STUBBED OUT 24”
BEYOND THE BUILDING WALL
6 7 7 —7/2” THREADED COUPLING 206145
(FO/? BYPASS CAPABILITY, SUBSTITUTE
WITH 7—7/2” THREADED METER STOP) 204080
A GENERAL NOTES CONSTRUCTION STANDARD
7| TRIM THREADS FROM ENDS THAT ARE TO BE WELDED. CUT TO NEEDED LENGTH. CITY UTILITIES OF
2| 6" smmom LENGTH. SPRINGFIELD, MISSOUR/
3 | REGULATOR SIZING MUST BE VERIFIED USING NEW LOAD INFORMATION. SEE

5C-TI & 8C-T/
ROTARY METER INSTAL

WITH 1” STOPS

OFF MULTI METER HEADER
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