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MATERIAL LIST
Q ["Jad DESCRIPTION ISTOCK NO. Q [Jad DESCRIPTION ISTOCK NO.
1| 1| 3" MULTI METER HEADER WITH DROPS ON 8| 71| 3/4” BYPASS TAP (SEE GS-513)
16" CENTERS (SEE GS—-309) NEEDED FOR BLOWDOWN
2\ 1| 1 1/2” METER STOP (SEE GS-309) 9| 3| 2” 90 WELD ELL 205050
3| 71| 71-1/2"%4" NIPPLE, BLACK — SEE NOTE 1 206425 | 10| 7| 2” BLACK STEEL PIPE (APPROX 5-3/4" LONG) | 201010
4| 1| 2" x 1-1/2" REDUCER, WELD 2500047 11| 1| 2” BLACK STEEL PIPE (APPROX 19—1/2" LONG)| 201010
5| 7| 2” FLANGED WELD NECK — SEE NOTE 2 204196 | 12| 1| 2” CUSTOMER PIPING STUBBED OUT 24~
BEYOND THE BUILDING WALL
6| 1| 2” FLANGED ROTARY METER
7| 7| 2” stue ENDS 204106
7| 2" LAP JOINT FIANGE (SEE GS—500) 204105
A GENERAL NOTES CONSTRUCTION STANDARD
7 | 7TRIM THREADS FROM ONE END. CITY UTILITIES OF
2 | IF NO STRAINER IS INSTALLED IN THE METER SET, INSTALL A GASKET TYPE SPRINGFIELD, MISSOURI
STRAINER AT THE SERVICE COCK, OR DIRECTLY ABOVE THE NEW METER. 2"
STRAINER (STK # 02500296) OR 3” STRAINER (STK # 02500297).
stk # ) stk # ) 8C THRU 3M
3 | REGULATOR SIZING MUST BE VERIFIED USING NEW LOAD INFORMATION. SEE ROTARY METER INSTALLATION

OFF MULTI METER HEADER
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