BLDG. WALL J

24"

FINISHED
GRADE

37 1/2"

72"

ELEVATION VIEW A

MATERIAL LIST

Q ory DESCRIPTION sTock No Q ory DESCRIPTION sTock NO,
1| 1| 2” ANODELESS RISER (SEE 6S-250) 9 | 1| 14" cavee P (sEE 6s-510)
2| 1| 2” FLANGED PLUG VALVE (SEE GS-250) 10| 1| 3%2” 90" wELD ELL 205057
3| 1| 2” FLANGED INSULATION KIT (SEE GS—420) | 204216|17|2 | 37 stuB enp 204111
. 2 | 3” LAP JOINT FLANGE (SEE 6S—500) 204110
1| 3| 2” stus END 204106
3 | 2% LAP JOINT FLANGE (SEE GS—-500) 204105 12| 1 | 7M FLANGED ROTARY METER WITH
5| 1| 27 STRAINER WITH 100 MESH SCREEN 206509 COMPENSATING INDEX
7| 17 BLACK NIPPLE 206400 | 13| 1 | 3 NON—LUBRICATED FLANGED VALVE 204400
7| 17 HP METER STOP 204070
7| 17 BLACK PLUG 206464 | 14| 1 | 1—1/2” BYPASS VALVE TAP (SEE GS—515)
6 2” BLACK STEEL PIPE 20701015 7 | 37 90" WELD FLL 205055
11 2”90 WELD ELL 205050 | 16 3” CUSTOMER PIPING STUBBED oUT 30”
BEYOND THE BUILDING WALL AND 12”
1| 2°%2” FLANGED ACTARIS B838R REGULATOR. | 211993 ABOVE GRADE
MAXIMUM CAPACITY 8,400 CFH WITH 1/2”
ORIFICE AT 5 PSIG DELIVERY. SEE NOTE 2.
A GENERAL NOTES CONSTRUCTION STANDARD
7 | LENGTH MAY VARY TO ADJUST ELEVATION OR RUN OF METER SET. CITY UTILITIES OF
2 | INSTALL THE RED NESTED SPRING TO OBTAIN 5 PSIG DELIVERY PRESSURE. REGULATOR SPRINGFIELD, MISSOUR/
COMES WITH MAXIMUM ALLOWABLE ORIFICE SIZE. ORIFICE SIZE MAY BE SMALLER BUT
NOT LARGER THAN STATED TO MATCH ACTUAL LOAD CONDITIONS.
REGULATOR MUST HAVE RED END CAP TO INDICATE ELEVATED DELIVERY PRESSURE. M
3 | INSTALLATION OF METER SET MAY BE MIRRORED RIGHT TO LEFT. ROTATE THE METER 5 PSIG DELIVERY

AS REQUIRED.

INSTALL STRAINER DISCHARGE AWAY FROM THE WALL OF THE BUILDING.

HP DISTRICT

ROTARY METER SET
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