BOLT SCHEDULE FOR CLASS 300 FLANGES
(maximum pressure rating = 740 psi)

NOMINAL OUTSIDE NUMBER OF | DIAMETER | LENGTH OF | STOCK NUMBER | GASKET

PIPE SIZE | DIAMETER BOLTS PER | OF BOLTS | STUD BOLTS | FOR FACH STUD| STOCK

OF FLANGE FLANGE BOLT WITH NUTS| NUMBER
1—1/4" 5-1/4" 4 5/8” 3-1/4" 208925 non—stock
27 6—-1,/2" 8 5/8” 3-3/4" 204005 non—stock
3” 5-1,/4" 8 3/4” 4-3/4" 204015 non—stock
4” 107 8 3/4” 4-3/4" 204015 non—stock
6" 2—-1/2" 72 3/4” 5-3/4" 204016 non—stock
8” 157 12 7/8" 5-3/4" 204023 non—stock
70" 17-1/2" 16 7” 6—1,/4" 204026 non—stock

727 20—-1,/2" 76 1—1,/8" 6—-3/4" non—stock 230452
747 23”7 20 1-1,/8" 7" non—stock non—stock
167 25-1,2" 20 1—-1,/4" 5-1,2" 230050 non—stock
18”7 28" 24 1—-1,/4" 8—1,/2" 230050 non—stock

X Some bolt lengths are longer than necessary, to minimize the
number of bolts held in stock.

A

GENERAL NOTES

The size and pressure class should be stamped on outer ring of
If the pressure class of a flange is unknown, the

each flange.

Outside Diameter of the flange, along with the number of bolts can
be campared to the tables in GS—5004, GS—5005, and GS—-500C to
determine whether the flange /s Class 150, Class 300 or Class 600.
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